STATE OF CONNECTICUT

DEPARTMENT OF ENVIRONMENTAL PROTECTION
79 Elm Street
Hartford, CT 06106-5127

Environmental Program Fact Sheet

HAZARDOUS WASTE INSPECTIONS!

Purpose

This fact sheet is designed to answer general questions and provide basic information on’
hazardous waste inspection requirements, and is not intended to supersede the applicable
regulations. The information provided below.addresses the requirements applicable only to -
large quantlty generators (LQG) and small quantity generators (SQG). The hazardous waste
mspecuon requirements are found in Section 22a-449(c)-102(a)(1) and (b)(2) of the
Regulations of Connecticut State Agencies (“RCSA”), incorporating 40 CFR 262.34(a)(1),

265.15, 265.174, and 265.195. It is your responsibility to comply with all applicable laws
and regulations.

In summary, a generator must:

(a) inspect his facility for any deﬁciencieé which may cause or lead to a release of
hazardous waste or which may pose a threat to human health;

(b) develop and follow a written schedule for inspecting all of the following

4 monitoring equipment

4 safety and emergency equipment

4 security devices

4 operating and structural equxpment
4 containers

4 container storage areas

4 -containment systems

4 tanks and ancillary equipment

4 loading and unloading areas

This information has been reproduced from the “Small Quantity Generator Guidance” document
authored by Christie Flowers who works in DEP’s Hazardous Waste Program.
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The written inspection schedule must:

4 be kept at the facility;

4 identify the types of problems to be looked for during an inspection;
- and

+ specify the frequency of inspection for all items on the schedule (at a
minimum, containers, container storage areas, containment systems,
and battery storage areas must be inspected weekly; tanks and
loading/unloading areas subject to spills must be inspected daily; and
it is advised that safety and emergency equipment be inspected at least
monthly); '

(c) remedy any deterioration or malfunction of equipment or structures which the
inspection reveals; and :

(d) record inspections in an inspection log or summary

Discussion

Connecticut’s inspection requirements for small quantity generators and large quantity generators are more
stringent than EPA’s.

In devising an inspection log format, the generator should be aware that the inspection summary must include the
date and time of the inspection, the name of the inspector, a notation of observations made, and the date and nature
of axy repairs or other remedial actions. It is highly advised that the inspection log enumerate all items to be
checked during an inspection to ensure consistency of inspections, and help to ensure that no items or potential
problems are overlooked during an inspection. For your assistance, a Sample Log format is enclosed. You may use
this Sample Log as model in developing an inspection log specific to your facility.

Also included is a “List of Equipment, Structures, Areas to be Considered for Inclusion in an Inspection Schedule”
this may also be of use to you in developing your inspection plan.

Revised 4/96 d:\compass\inspcins Page 2



Sample Inspection Log for Hazardous Waste Containers

Instructions; Please use ink. Results of weekly inspections of hazardous waste containers and container storage areas
must be recorded in this log. If any deficiencies are found, a description of the deficiencies must be recorded in the
“Observation™ column. Prompt and immediate action must be taken to correct any deficiencies observed. The date and
the nature of all corrective actions must be recorded in the “Corrective Actions” column. Once this log is completed,
it should be maintained in binder and must be kept for at least three years from the date of the inspection. These
inspection logs must be made available for inspection by State DEP inspectors.

Date of Inspection: Time of Inspection: —-—a.m./p.m Name of Inspector:

**ftem/Condition 16:be checked

Are all containers closed?

Are all containers in GOOD
condition (NOT leaking, rusted,
bulging or otherwise in poor
condition)?

Are all containers marked?

Does the marker include the words
“Hazardous Waste” and the
chemical name?

Are all markers legible and visible
for inspection?

Are all containers marked with
accumulation dates? . |

Are dates less than 90 days (180
days for SQGs)?

If an SQG, is the amount of waste
on site less than 1000 kg (2200
Ibs)? ' . 3

Is there adequate aisle space?

Are the container stored on an
impermeable base that is bermed?

Are the base and berm free of gaps,
cracks and damage?

Is the base free of spills, leaks, or _
other accumulation? . ‘

Are incompﬁtible materials
separated by a wall or 2 berm?

Note: If the “NO” column is checked, corrective action must be taken and the “Observation” and “Corrective
Action™ Columns must be completed.

Additional Comments:
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List of Equipment, Structures, Areas

to be Considered for Inclusion in an Inspection Schedule

This list is not all inclusive and should be used only as guidance. Your inspection schedule should
be developed specific to your facility and operational requirements. Regulations require that all

monitoring equipment, safety and emergency equipment, security devices, operating and structural
equipment, loading and unloading areas, containers and tanks (including ancillary equipment), and

containment systems be inspected.

Safety Equipment

Emergency Shower

Face Shields

Protective Gloves
Disposable Respirators
First Aid Equip/Supplies
Protective Clothing

Alir Purifying/

Chemical Respirators
Signs

Security Equipment
Fences

Waming Signs
Gates

Lighting

Locks

Tanks

Waste Feed Cut-off/Bypass
Discharge Control Equip.
Drainage Systems
Monitoring Equip. Data

- temperature

- pressure

Waste Level

Tank Material/Seams

- corrosion

- leaking
Plumbing/Sumps
Labeled/Marked

- w/ “Hazardous Waste”
- w/ chemical name
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Emergency Equipment

Fire Blankets 4

Fire Extinguishers

Fire Alarm Systems
Generators

Emergency Lights

Portable Pumps/Hoses

Fire Fighting Wagons/Hoses
Self-Containing Breathing
Apparatus

Absorbents

Containment Booths

Spill Response Carts/Wagons

Monitoring Equipment

Liquid Level Alarms/Meters
Conservation Vents

Leak Detection Systems

Fire Detection Systems
Ground Water Monitoring Sys

Containers

Condition

- leaking

- bulging

- rusted/corroded
Closed when not in use
Marked

- w/ “Hazardous Waste”
- w/ chemical name
Accumulation Date

On Site <or > 180 days
Adequate Aisle Space

Structures

Dikes/Berms
Troughs/Sumps
Ramps
Elevators/Lifts
Tank Supports-
Containment Vault
Bases/Foundation
Roofs

Walls

Areas

Loading Areas
Unloading Areas
Storage Areas
Main Roadway
Gate Area
Periphery

Mobile Eaquip.
Tires/Tracks

Brakes
Hydraulics

"Trailer Hitches

Lights
Horns/Sirens
Engine Condition

Communication Equip.
Teléphones

Pagers

Two-Way Radios
Intercoms _
Public Address System
TV Monitoring System
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